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Application Note 
 

Subject: How to compile and run JavaPOS sample provided by Star on the TSP100 series. 

Date:  November 19, 2008 

Star Printers:  TSP100 series 

Printer used for this application note:  TSP113 

Software Requirement:  One of the Most Updated Java Environments 

 

This Application Note will walk you as a software engineer thru compiling and running 

the JavaPOS sample (driver) provided by Star on your Star TSP100 series printers.  

 

Unlike Starôs other printers, the JPOS package for the TSP100 series cannot be 

downloaded from the Star Micronicsô website.  Nor could it be simply copied and pasted 

on your PC from the CD.    

 

Step 1:  Installing printer driver  and testing communication 

Take the CD that was originally supplied with your printer model.  Install the Windows 

driver.  If you are installing TSP100, be sure to use CD version 3.0 else JavaPOS may not 
function accurately.  If your product was shipped with a lower version, contact Star 

Micronics Technical Support.   

 

Once you have printer driver installed, send a ñPrint Test Pageò to test communication 

between your PC and the printer via printers and faxes. 

 

Contact Star Technical Support at (732) 623-5500 / userhelp@starmicronics.com if you 

require assistance with installing the driver. 

 

Step 2:  Locating JPOS driver 
1. Open C drive ï Program Files ï StarMicronics ï TSP100 

 

You would open C:\Program Files\StarMicronics\TSP100 ï if you have the 

TSP100 USB printer installed.  If your printer is TSP100LAN ï you would open 

the C:\Program Files\StarMicronics\TSP100LAN.  If your printer is TSP100GT ï 

you would open C:\Program Files\StarMicronics\TSP100GT) 

 

Then, open the software folder within the TSP100 folder.   Within the software 

folder there should be two folders named with numerical values (date).  You may 

see different dates on your folders depending on your printer model and different 

CD versions.   
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Try and open the two folders that are in the software folder.  If you are using 

TSP100 version 3.0, the correct folder is 20070601. The content of the folder that 

is required is similar to the below screenshot.   

 

 
 

These are required jar file.  If you open the JavaPOSExample folder, it has the 

java source codes.   
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2. Copy the three files found in the JavaPOSExamples folder.   

 

3. Go one directory up and paste the copied files into the parent folder. 
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Step 3:  Creating JPOS Registry file 

To create the jpos.xml file, you need to open the configuration utility of the printer. 

1. From printers and faxes, select the appropriate star printer and right click to select 

and click on ñPropertiesò. 

 

 
 

2. Clicking on properties will bring up the following GUI. 
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2. Go to the TSP Config tab. 

 

 
 

3. On the TSP Config tab click on ñLaunch Configuration Application.ò 

 

4. Be sure to select ñStar Line Mode (default)ò for JPOS and then click ñOK.ò 

 

 
 

5. Clicking ñOKò brings up the following utility. 
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On the right hand side, click on ñJavaPOSò 
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6. Click on ñCreate JavaPOS XML Registry Fileò to create the jpos.xml file. 

 

7. Be sure to browse to the path where the JPOS driver is on your C drive. Click on 

ñSaveò 

 

 
 

8. Click on ñLoad JavaPOS XML Registry Fileò and follow step 9 to open. 

 

9.  Click on ñAdd New.ò  For new device name, enter any name of your choice or 

opt to leave as default.  Then click ñOKò 
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10. Highlight the device name, and click ñConfigureò and ñAcceptò 
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11. Click to Apply Changes then ñCheck Healthò.  Within a few seconds delay, the 

printer must print a sample check health receipt.  The following screen should 

also display. 

 

 
 


